BELL 4" FROM WALL

DOWELS

BORE DOWELS

M.J. DI : ) STAINLESS

TEE STEEL STRAP

PIPE
MH WALL

CONC.
FOOTING A A mH—"
CONC. BELL FLUSH OJ BOTTOM
SHOULDER  WITH WALL SQUARE

| SECTION A—A NOTES:

24” OR 30" CASTING 1. DI PIPE AND FITTINGS FOR

AS DIRECTED DROP TO BE LINED WITH
SEWPERCOAT, PROTECTO 401
OR APPROVED EQUAL.

VARIABLE 2. ALL PIPE ENTRANCES INTO THE

| BRICK AND 1 MANHOLES SHALL BE CORE

MORTAR PLUG - BORED, MANHOLE BOOT AS PER

1/2 PIPE STEPS ASTM C 923 ON EACH PIPE.
16" ¢ 0 ¢ VOIDS TO BE REPAIRED WIHT

NON—SHRINK_GROUT.
Z GROUTED AREAS SHALL BE
PAINTED WITH BITUMINOUS

COATING.

A A ( XTEND PIP
EJ-)\_(L EXTEN 7 3. DOWEL HOLES SHALL BE

M.dJ. DL TEE

4’ MIN.

>

D.. PIPE '(f(g MH 1 BORED, VOIDS SHALL BE
M. DL 90" ) REPAIRED WITH NON—SHRINK

BEND LONG DOWELS 7 GROUT. GROUTED AREAS ON
RADIUS THRU MH THE OUTSIDE OF THE MH WALL

SHALL BE PAINTED WITH
CONC. R-STAINLESS STEEL BITUMINOUS COATING.
SHOULDER

STRAPS
coNG g 4. ONE STAINLESS STEEL STRAP
: 7 SHALL BE LOCATED 4" BELOW
FOO’“NE\ %1% THE BELL OF THE TEE,
4" OF #57 —=1ia ADDITIONAL STRAPS WILL BE

|

]
STONE _J = PLACED AT 18" ON CENTER ON
RESHAPE BENCH TO ALLOW FLOW / \ @ THE VERTICAL PIPE,

\

/

ARG

(

N

DIRECTLY INTO EXISTING INVERT

4” ON ALL M.H.’S (SEWER) OF M.H. 5 MIL (MINIMUM) VAPOR

BOTTOM BOTTOM OF PIPE TO TOP BARRIER BELOW STONE
CITY OF NORFOLK — DEPARTMENT OF UTILITIES SCALE:
STANDARD DETAILS NOT TO SCALE
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